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Our quick guide to:
INSTALLING TERRACOTTA TILES

PLEASE NOTE - this guide is a summary only, please use it in conjunction with our full installation guide. Contact your local showroom for a copy or visit our website at 
firedearth.com. For individual product instructions please refer to the packaging.

*Allow to cure fully and to release all moisture. Be led by your professional installer regarding all drying times. Call Lithofin with any queries on 01962 732126.  
**ADVISORY: Test grout on an unlaid tile for grout release.

ALLOW TILES TO DRY

ALLOW TO FULLY CURE & DRY* 

DAY-TO-DAY CLEANING WITH 
LITHOFIN MN EASY CARE

IF REQUIRED, REMOVE ANY 

EFFLORESCENCE WITH A STIFF 

BRUSH. IF IT STILL REMAINS TEST 

KF CEMENT RESIDUE REMOVER

IF ANY GROUT REMAINS ON 

TILE, TEST LITHOFIN KF CEMENT 

RESIDUE REMOVER

IF INSTALLING TERRACOTTA

IN A WET ROOM, DO NOT USE 

A WAX FINISHING PRODUCT.

IF TILES ARRIVE DAMP,  

ALLOW THEM TO DRY OUT

Grout** 
(Point method recommended)

FIX TO ADHESIVE

1-2 APPLICATIONS OF LITHOFIN 
TC CLASSIC PRIMER

1 FINAL APPLICATION OF 
LITHOFIN TC CLASSIC PRIMER

APPLY LITHOFIN TC CLASSIC 
WAX (For the 1st month apply 1 

coat of wax per week)

FOR EASIER MAINTENANCE, 

APPLY 1-2 APPLICATIONS OF TC 

EVERSHEEN (optional)

ALLOW TO FULLY CURE & DRY* 

WAIT 12 HOURS

ALLOW TO FULLY CURE & DRY* 

WAIT 4-12 HOURS

WAIT 12 HOURS

WAIT 72 HOURS

GUIDE E


